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composite 
characteristics
• the material is fi ber reinforced, which makes it STRONG and VERY LIGHT.

• it can be used for INDOOR and OUTDOOR applications

• because the material is FULLY WATER RESISTANT is can be applied in EXTREME HUMID CLIMATES.

• excellent UV RESISTANT

• high DENSITY 2620 kg/m³

• HARDNESS Shore C 85

• THERMAL conductivity 0,2W/m.K

• fi re test method EN 13501-1: 2002 and test method EN 13823-EN ISO 11925-2 (surface fl ame attack)

• reaction to fi re classifi cation B-s1-d0

• compressive strength 60 Mpa with 12 mm thickness

• very good mechanical characteristics (can be drilled directly to brick wall)

• ENVIRONMENTAL FRIENDLY production

• NON TOXIC

• paintable

• dimensional stability

Flexo /03 module

OS 1050/03



foreword

Xillo® has specialized in manufacturing light fi xtures.

Xillo® developed a new light weight,white coloured, composite for manufacturing its 
lighting fi xtures -ILLO3-.
This gave us the freedom to produce lighting fi xtures in many different shapes. Due to 
its structure and water resistance it can also be used in moist areas such as showers.
Also outdoor use is not a problem.
Nonetheless it is so light and thin, the composite is super strong.

The lighting  fi xture fi t perfectly in every interior and can be painted in every colour.

The light fi xtures can be used, in situations with the highest fi re measurement pre-
cautions. It is certifi able to B S1 standard.

The majority of our recessed light fi xtures design has been driven by our philosophy of 
promoting the use of low energy light sources.

But Xillo® also brings innovation within its in lighting design.
That is why we invented and patented the fl exo system.
Simply by using one of the composite downlight housing you can switch the fl exo light 
modules to your specifi c needs.
By means of a ingenious system no tools are required to change the fl exo light module.
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Recessed downlight

Recessed downlight
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200,0mm
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20mm

 Name: Downlight ES 5010 – 200/200 mm

 Ref: ES 5010

 Lamp + fi tting: 1 x QR-C51 20-35-50W

  1 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 100/100/20mm  

 Total height: 60 mm/80 mm (incl fi tting)

 Installation: minimal recessed height needed 70 mm / 90 mm

 Cut out: 207/207 mm  

  no tools required for mounting the fl exo element

   

  

easy to install

ES 5010

 
F IP 20

easy to
 install

  no tools required for mounting the fl exo element

   

  



Recessed downlight

Recessed downlight
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200,0mm

200,0mm

12,0mm

70mm

100,0mm100,0mm

 Name: Downlight ES 5020 – 200/200 mm

 Ref: ES 5020

 Lamp + fi tting: 1 x QR-C51 20-35-50W

  1 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional angle 0-30° - directional 360°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 100/100/70 mm  

 Total height: 70/130 mm (incl fi tting)

 Installation: minimal recessed height needed 80 mm / 140 mm

 Cut out: 207/207 mm  

  no tools required for mounting the fl exo element 

  

  

easy to install

ES 5020

 
F IP 20

easy to
 install



Recessed downlight

Recessed downlight
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 Name: Downlight ES 5030 – 200/200 mm

 Ref: ES 5030

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: diam 100/65/20 mm

 Total height: 35 mm (incl fi tting)

 Installation: minimal recessed height needed 45 mm

 Cut out: 207/207 mm  

easy to install

ES 5030



Recessed downlight

Recessed downlight
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200,0mm
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70,0mm

 Name: Downlight ES 5040 – 200/200 mm

 Ref: ES 5040

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: diam 100/65/70 mm

 Total height: 85 mm (incl fi tting)

 Installation: minimal recessed height needed 95 mm

 Cut out: 207/207 mm  

easy to install

ES 5040



Recessed downlight

Recessed downlight
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200,0mm
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20,0mm

ES 5050

 

 Name: Downlight ES 5050 – 200/200 mm

 Ref: ES 5050

 Lamp + fi tting: 1 x QR-C51 20-35-50W

   1 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional angle 0-30° - directional 360°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: diam 100/20 mm 

 Total height: 60/80 mm (incl fi tting)

 Installation: minimal recessed height needed 70 mm / 90 mm

 Cut out: 207/207 mm  

  no tools required for mounting the fl exo element

  

  

easy to install

F IP 20
easy to
 install

  

  



Recessed downlight

Recessed downlight
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200,0mm

200,0mm

DIAIAI 100,0mmm

12,0mm

70,0mm

 Name: Downlight ES 5060 – 200/200 mm

 Ref: ES 5060

 Lamp + fi tting: 1 x QR-C51 20-35-50W

   1 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional angle 0-30° - directional 360°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: diam 100/70 mm 

 Total height: 70/130 mm (incl fi tting)

 Installation: minimal recessed height needed 80 mm / 140 mm

 Cut out: 207/207 mm  

  no tools required for mounting the fl exo element

  

easy to install

ES 5060

 
F IP 20

easy to
 install



Recessed downlight

Recessed downlight
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200,0mm
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80,0mm80,0mm
12,0mm

70,0mm

 Name: Downlight OS 1050 - 200/200 mm

 Ref: OS 1050

 Lamp + fi tting: 1 x QR-C51 20-35-50W

   1 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional angle 0-30° - directional 360°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 80/80 mm  

 Total height: 70/130 mm (incl fi tting)

 Installation: minimal recessed height needed 80 mm / 140 mm

 Cut out: 207/207 mm  

  no tools required for mounting the fl exo element

   

  

easy to install

OS 1050

F IP 20
easy to
 install

 

   

  



Recessed downlight

Recessed downlight
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240,0mm

240,0mm

120,0mm120,0mm
12,0mm

70,0mm

 Name: Downlight OS 1010 - 240/240 mm

 Ref: OS 1010

 Lamp + fi tting: 1 x QR111 35-50-75 W

  1 x LED QR 111 10-14 W

 Controle gear: order seperately

 Orientation: angle 0-30° - directional 180°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 120/120 mm  

 Total height: 70 mm (incl fi tting)

 Installation: minimal recessed height needed 100 mm

 Cut out: 247/247mm  

  no tools required for mounting the fl exo element

  

easy to install

OS 1010



Recessed downlight

Recessed downlight
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280,0mm

200,0mm

80,0mm
160,0mm

12,0mm

70,0mm

 Name: Downlight OS 2050 - 200/280 mm

 Ref: OS 2050

 Lamp + fi tting: 2 x QR-C51 20-35-50W

   2 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional angle 0-30° - directional 360°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 80/160 mm  

 Total height: 70/130 mm (incl fi tting)

 Installation: minimal recessed height needed 80 mm / 140 mm

 Cut out: 207/287 mm  

  no tools required for mounting the fl exo element

  

easy to install

OS 2050

F IP 20
easy to
 install

 



Recessed downlight

Recessed downlight
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240,0mm

360,0mm

120,0mm

240,0mm

12,0mm

70,0mm

 Name: Downlight OS 2010 - 240/360 mm

 Ref: OS 2010

 Lamp + fi tting: 2 x QR111 35-50-75W

  2 x LED QR 111 10-14 W

 Controle gear: order seperately

 Orientation: angle 0-30° - directional 180°

 Material: fi ber inriched composite

 Finish: natural

 Lamp opening: 120/240 mm  

 Total height: 70 mm (incl fi tting)

 Installation: minimal recessed height needed 100 mm

 Cut out: 247/367 mm  

  no tools required for mounting the fl exo element

  

easy to install

OS 2010



Recessed downlight

Recessed downlight
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200,0mm

200,0mm

DIAIAI 80,0mmm

12,0mm

80,0mm

 Name: Downlight CK 1010 – 200/200 mm

 Ref: CK 1010

 Lamp + fi tting: 1 x QR-C51 20-35-50W
  1 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional angle 0-30° - directional 360°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: diam 80 mm - h: 80mm  

 Total height: 80/140 mm (incl fi tting)

 Installation: minimal recessed height needed 90 mm / 150 mm

 Cut out: 207/207 mm  

  no tools required for mounting the fl exo element

  

easy to install

CK 1050

 
F IP 20

easy to
 install

  



Recessed downlight

Recessed downlight
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200,0mm

280,0mm

80,0mm

160,0mm
12,0mm

80,0mm

 Name: Downlight CK 2050 – 200/280 mm

 Ref: CK 2050

 Lamp + fi tting: 2 x QR-C51 20-35-50W
   2 x QPAR 16-50W

 Controle gear: order seperately

 Orientation: fi xed + directional angle 0-30° - directional 360°

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 80/160 mm - h:80 mm  

 Total height: 80/140 mm (incl fi tting)

 Installation: minimal recessed height needed 90 mm / 150 mm

 Cut out: 207/287 mm  

  no tools required for mounting the fl exo element

  

easy to install

ck 2050

 
F IP 20

easy to
 install



Recessed walllight

Recessed walllight
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

 Name: wall light XF 4010 – 450/180  mm

 Ref: XF 4010

 Lamp + fi tting: 2 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 320/80 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed depth needed 65 mm

 Cut out: 457/187 mm  

easy to install

xf 4010



Recessed walllight

Recessed walllight
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450,0mm
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

 Name: wall light XF 4020 –450/180  mm

 Ref: XF 4020

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 260/80 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed depth needed 65 mm

 Cut out: 457/187 mm  

easy to install

xf 4020



Recessed walllight

Recessed walllight
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

xf 4030

 Name: wall light XF 4030 –450/180  mm

 Ref: XF 4030

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 260/80 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed depth needed 65 mm 
 Cut out: 457/187 mm  

easy to install



Recessed walllight

Recessed walllight
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200,0mm
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

 Name: wall light QF 1010 – 200/200  mm

 Ref: QF 1010

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 100/100 mm

 Total depth: 60mm (incl fi tting)

 Installation: minimal recessed depth needed 65 mm

 Cut out: 207/207 mm  

easy to install

Qf 1010

 Name: wall light XF 4030 –450/180  mm

 Ref: XF 4030

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 260/80 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed depth needed 65 mm 
 Cut out: 457/187 mm  

easy to install



Recessed walllight

Recessed walllight
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

 Name: wall light QF 2010 – 150/280mm

 Ref: QF 2010

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 50/160 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed depth needed 65 mm

 Cut out: 157/287 mm  

easy to install

QF 2010

280,0mm

150,0mm

50,0mm

160,0mm

12,0mm

50,050,0mm



Recessed walllight

Recessed walllight
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

 Name: wall light QF 3010 – 200/200mm

 Ref: QF 3010

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 50/50 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed height needed 65 mm

 Cut out: 207/207 mm  

easy to install

Qf 3010 

200,0mm

200,0mm

12,,0mm

50,0mm

50,0mm

50,0mm



Recessed walllight

Recessed walllight
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

 Name: wall light QF 4010 – 200/200mm

 Ref: QF 4010

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 50/50 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed height needed 65 mm

 Cut out: 207/207 mm  

easy to install

QF 4010
Recessed walllight

Name: wall light QF 4010 – 200/200mm

Ref: QF 4010

Lamp + fi tting: 1 x power Led 1W

Controle gear: order seperately

Orientation: fi xed

Material: fi ber reinforced composite

Finish: natural

Lamp opening: 50/50 mm

Total depth: 60 mm (incl fi tting)

Installation: minimal recessed height needed 65 mm

Cut out: 207/207 mm

easy to install

200,0mm

200,0mm

12,0mm

5050,0mmm

50,0mm

50,0mm



Recessed walllight

Recessed walllight
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picto QF en XF-INGE.pdf   1   12/08/11   13:01

 Name: wall light QF 5010 – 200/200mm

 Ref: QF 5010

 Lamp + fi tting: 1 x power Led 1W

 Controle gear: order seperately

 Orientation: fi xed

 Material: fi ber reinforced composite

 Finish: natural

 Lamp opening: 50/50 mm

 Total depth: 60 mm (incl fi tting)

 Installation: minimal recessed height needed 65 mm

 Cut out: 207/207 mm  

easy to install

Qf 5010

200,0mm

200,0mm

50,0mm

50,0mm

12,0mm

50,0mm
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interior ideas
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interior ideas
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   ...../01 ....../02  ....../03  ....../04 ...../05 ....../06        ...../07 ....../08

 gypsum ceiling 12 mm
wooden slat

screw

wooden slat

gypsum wall 12 mm

use mounting box (....../MB)  for installing in brick or concrete wall
see details in pricelist or at your local dealer
XF4010/MB-XF4020/MB-XF4030/MB
QF1010/MB-QF2010/MB-QF3010/MB-QF4010/MB-QF5010/MB

F IP 20
easy to
 install

Vertomax bvba -XILLO® assumes no responsibility for errors or omissions in this catalogue or 
other documents which are referenced by or linked to this catalogue. 

This catalogue could include technical or other inaccuracies. 

Changes are periodically added to the information, and Vertomax bvba-XILLO® may change the 
products described in this catalogue at any time. 

Contact your local “XILLO®” dealer for further information before relying on any information 
contained herein.

All Vertomax bvba-XILLO®-products are supplied without lamps or drivers.

No part of this catalogue may be copied without written authorisation of Vertomax bvba-XILLO®.

Copyright© 2011 Vertomax bvba - XILLO®
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